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AC axial fans
K series, Ø 250 / 300

– Material: Guard grille: Steel, phosphated and coated in black plastic
Blades: PA plastic, black
Rotor: Coated in black

– Number of blades: 5
– Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "B"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor
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subject to alterations

200 400 600 800

0 100 300 400 [CFM]200 500

[P
a]

20

40

60

80

0,
1

0,
2

0,
3

[in
 H

2O
]

[m3/h]

60 Hz50 Hz

2

1

A

Curves

1315

1280

n
[rpm]

P1
[W]

I
[A]

42

44

0.19

0.20

A

A

1

2

VAC Hz m3/h rpm W A µF/VDB dB(A) Pa °C kg p. 416 f.

A1)1~ 230 50 800 1350 41 0.18 1.5 /400 47 60 -25 to +60
1~ 230 60 910 1550 50 0.23 1.5 /400 50 60 -25 to +70

A 1.2

*4E 300-*E M4E 068-BF A1)1~ 230 50 1100 1100 52 0.23 1.5 /400 53 50 -25 to +45
1~ 230 60 1150 1150 60 0.27 1.5 /400 54 50 -25 to +40

B 1.3

*4E 300-*H M4E 068-CF A1)1~ 230 50 1340 1350 70 0.31 1.5 /400 58 80 -25 to +60
1~ 230 60 1460 1480 90 0.40 1.5 /400 61 65 -25 to +55

C 1.7

Cu
rv

e

No
m

in
al

 v
ol

ta
ge

Fr
eq

ue
nc

y

Ai
r f

lo
w

Sp
ee

d/
rp

m

Po
w

er
 in

pu
t

Cu
rr

en
t d

ra
w

Ca
pa

ci
to

r

So
un

d 
pr

es
su

re
 le

ve
l

M
ax

.o
pe

ra
tiv

e 
ra

ng
e

Pe
rm

.a
m

b.
te

m
p.

M
as

s 
w

ith
ou

t 
at

ta
ch

m
en

ts

El
ec

tr.
co

nn
ec

tio
n



133

– Motor protection: TOP wired internally
– Cable exit: Axial, variable
– Protection class: I
– Product conforming to standards: EN 60335-1, CE

BCA
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attachments

With guard grille
for short nozzle
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AC axial fans
K series, Ø 250 / 300, drawings of directions of air flow "V" and "A"
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AC axial fans
K series, Ø 350

– Material: Guard grille: Steel, phosphated and coated in black plastic
Blades: PA plastic, black
Rotor: Coated in black

– Number of blades: 7
– Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "B"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

*4E 350 M4E 068-DC

subject to alterations
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– Motor protection: TOP wired internally
– Cable exit: Axial
– Protection class: I
– Product conforming to standards: EN 60335-1, CE
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AC axial fans
K series, Ø 350, drawings of directions of air flow "V" and "A"
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AC axial fans
K series, Ø 360

– Material: Guard grille: Steel, phosphated and coated in black plastic
Blades: PA plastic, black
Rotor: Coated in black

– Number of blades: 3
– Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "B"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

*6E 360 M6E 068-DF

subject to alterations
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– Motor protection: TOP wired internally
– Cable exit: Axial
– Protection class: I
– Product conforming to standards: EN 60335-1, CE
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AC axial fans
K series, Ø 360, drawings of directions of air flow "V" and "A"
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AC axial fans
K series, Ø 360

– Material: Guard grille: Steel, phosphated and coated in black plastic
Blades: PA plastic, black
Rotor: Coated in black

– Number of blades: 4
– Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "B"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

*4E 360 M4E 068-DF

*6E 360 M6E 068-DF

subject to alterations
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– Motor protection: TOP wired internally
– Cable exit: Axial
– Protection class: I
– Product conforming to standards: EN 60335-1, CE
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AC axial fans
K series, Ø 360, drawings of directions of air flow "V" and "A"
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AC axial fans
K series, Ø 450

– Material: Guard grille: Steel, phosphated and coated in black plastic
Blades: PA plastic, black
Rotor: Coated in black

– Number of blades: 3
– Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "F"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

*6E 450-AF M6E 074-EI

*6E 450-AG M6E 074-GA
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– Motor protection: TOP wired internally
– Cable exit: Variable
– Protection class: I
– Product conforming to standards: EN 60335-1, CE
– Approvals: CCC
– Options: Terminal box
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With guard grille
for short nozzle
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AC axial fans
K series, Ø 450, drawings of directions of air flow "V" and "A"
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AC axial fans
K series, Ø 450

– Material: Guard grille: Steel, phosphated and coated in black plastic
Blades: PA plastic, black
Rotor: Coated in black

– Number of blades: 5
– Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "F"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor
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subject to alterations
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– Motor protection: TOP wired internally
– Cable exit: Lateral
– Protection class: I
– Product conforming to standards: EN 60335-1, CE
– Options: Terminal box

Without 
attachments

With guard grille
for short nozzle
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Installation arrangement
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AC axial fans
K series, Ø 450, drawings of directions of air flow "V" and "A"
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